PROPRIETARY MASTIC POINTING TO
SIDES AND HEAD OF FRAME

FRAME EX 130 X 50mm

PLANTED STOP

EX 50 X 20mm

TOP RAIL EX 150 X 50mm

19mm 'V' JOINTED
T & G BOARDS

MIDDLE RAIL

EX 150 X 32mm

BAREFACED TENONS AT
BOTTOM AND MIDDLE RAILS

BOTTOM RAIL

EX 150 X 32mm

50 x 6mm GALVANISED
M.S. WEATHER BAR

SAND & CEMENT FILLING
BELOW DOOR FRAME
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/ / HEIGHT OF BRICKWORK OPENING / /
TO SUIT TYPE OF SUBSTATION

3mm

GAP ™|

20

SECTION A-A

FIXING
LUGS AT 600
C/C MAX

LOCK BRACKETS CAN BE OBTAINED FROM EUROFAB PROJECTS LTD, TEL: 0151 3488930
OR JBEATTIE & SONS, TEL: 0151 2366296

WIDTH OF BRICKWORK OPENING TO SUIT TYPE OF SUBSTATION

RECEIVER PLATE
(SEE DETAIL)
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FRAME EX 130 X 50mm

PLANTED STOP EX 50 X 20mm

END STILE EX 130 X 50mm

LOCK BRACKETS TO BE REBATED INTO
STILES & FIXED WITH 3No. (PER BRACKET)
6mm DIA. CARRIAGE BOLTS

60 X 3mm THICK GALVANISED STEEL PLATE
FIXED WITH 31mm LONG 8s GAUGE GALVANISED
COUNTERSUNK SCREWS AT 200mm CENTRES
PLATE TO RUN FULL HEIGHT OF DOOR
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BRACES
EX 100 X 32mm

A FRONT ELEVATION
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2 No. HOLES FOR 38mm LONG
8 GAUGE FRAME FIXING SCREWS
8 8
COUNTERSUNK HOLES
FOR 8 GAUGE SCREWS

GALVANISED FIXING LUGS (10 No)
TOP BOLT RECEIVER PLATE
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LOCKING BRACKET DETAIL (ITEM 2)

TIMBER SIZES
MEMBER NOM. SIZE FINISHED SIZE
FRAME 130 X 50 124 X 44
STOP 50 X 20 44 X 14
END STILES 130 X 50 124 X 44
MEETING STILES 130 X 50 124 X 44
TOP RAIL 150 X 50 144 X 44
MIDDLE RAIL 150 X 32 144 X 26
* BOTTOM RAIL 150 X 32 144 X 26
BRACES 100 X 32 94 X 26
w BOARDS 19mm T&G 'V' JOINTED
ITEM FURNITURE
1 3 PAIRS 102 X 76 X 6 mm STAINLESS STEEL BUTT HINGES
2 1 PAIR HARDENED GALVANISED STAINLESS STEEL LOCK BRACKETS
3 1No. GALVANISED SOLID STEEL (NOT TUBULAR) HEAVY PATTERN DOOR PULL
4 2No. GALVANISED HEAVY PATTERN CABIN HOOKS & STAPLES
: L e o PR

NOTES

1. MOISTURE CONTENT OF TIMBER NOT TO EXCEED +/- 10% OF THE AVERAGE
EQUILIBRIUM MOISTURE CONTENT VALUE.

2. JOINTS TO BE MORTICE & TENON, ASSEMBLED WITH WATERPROOF COLD
WATER GLUE

3. ALL TIMBER TO BE APPROVED HARDWOOD - WEST AFRICAN IROKO OR OTHER
HARDWOOD HAVING EQUAL OR BETTER PROPERTIES WITH RESPECT TO
DURABILITY, RESISTANCE TO DECAY, RESISTANCE TO VANDALISM, RESISTANCE
TO FIRE AND DIMENSIONAL STABILITY (SHRINKAGE/SWELLING).

IT IS ESSENTIAL THAT ENERGYNETWORKS PERSONNEL CAN ACCESS
& PROPERLY SECURE ON EGRESS ALL DOORS AT ALL TIMES. ANY JOINERY
THAT MAY SHRINK, WARP, WIND OR DISTORT WILL NOT BE ACCEPTABLE.

THIS DRAWING TO BE READ IN CONJUNCTION WITH SPECIFICATION DOCUMENT
SUB-03-017 ("GENERAL SPECIFICATION FOR THE CIVIL ENGINEERING & BUILDING
DESIGN & CONSTRUCTION OF SECONDARY SUBSTAIONS.")
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UPDATED.

NOTE :- THIS DRAWING IS ONLY APPLICABLE TO L.H. OPENING PLANT LAYOUTS

MEETING STILE EX 130 X 50mm

DOOR BOLT
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SECTION B-B

OPENING/FIXED LEAF (HANDING)
TO SUIT SUBSTATION EQUIPMENT
LAYOUT

6mm CHAMFER

120

1 No PAIR HARDENED GALVANISED OR STAINLESS
3 GAP STEEL LOCKING BRACKETS (SEE DETAIL) WITH

120 6mm OFFSET, C/W CSS BOLTS, NUTS & WASHERS.
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