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STANDARD 100mm OVERLAP JOINT FULLY.
WELDED /EXTRUDED / 30mm BYTYL TAPE
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LOOSE LAY GAS BARRIER TO PAG SPECIFICATION

INSTALLED TO CURRENT BEST PRACTICE STANDARDS BY
INSTALLATION TECHNICIANS QUALIFIED TO NVQ LEVEL 2
AND VALIDATED IN ACCORDANCE WITH CIRIA C735
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100mm
UPSTAND

PAG PRIMER
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SELF ADHESIVE GAS MEMBRANE INSTALLED TO CURRENT BEST
PRACTICE STANDARDS BY INSTALLATION TECHNICIANS QUALIFIED
TO NVQ LEVEL 2 AND VALIDATED IN ACCORDANCE WITH CIRIA C735

LOOSE LAY GAS BARRIER TO PAG SPECIFICATION INSTALLED TO CURRENT
BEST PRACTICE STANDARDS BY INSTALLATION TECHNICIANS QUALIFIED TO
NVQ LEVEL 2 AND VALIDATED IN ACCORDANCE WITH CIRIA C735

CAPILLARY POINT CUT BACK TO FUSED MEMBRANE.
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LOOSE LAY GAS BARRIER TO PAG SPECIFICATION INSTALLED TO
CURRENT BEST PRACTICE STANDARDS BY INSTALLATION
TECHNICIANS QUALIFIED TO NVQ LEVEL 2 AND VALIDATED IN
ACCORDANCE WITH CIRIA C735
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SELF ADHESIVE GAS MEMBRANE INSTALLED TO CURRENT BEST PRACTICE STANDARDS BY INSTALLATION TECHNICIANS
‘QUALIFIED TO NVQ LEVEL 2 AND VALIDATED IN ACCORDANCE WITH CIRIA C735

EXTRUDED / 30mm BYTYL TAPE

LOOSE LAY GAS BARRIER TO PAG SPECIFICATION INSTALLED TO CURRENT BEST
PRACTICE STANDARDS BY INSTALLATION TECHNICIANS QUALIFIED TO NVQ
LEVEL 2 AND VALIDATED IN ACCORDANCE WITH CIRIA C735

CAPILLARY POINT CUT BACK TO FUSED MEMBRANE
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2550

2050

225 1675 ‘1 50

100 min.

225

PAG SAGR, lapped and sealed
with min 100mm overlap
Monarflex RAC gas barrier,
lapped and welded with min.
100mm overlap, installed to NOS
VR 612/613.

PAG SAGR, lapped and
sealed with min 100mm
overlap

1750

Monarflex RAC gas
barrier, lapped and
welded with min. 100mm
overlap, installed to NOS
VR 612/613.

Butyl tape, sealing
around the rebar

225
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