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Existing first floor

structure

2300mm

75mm x 150mm runner bolted to
external wall as general notes

50MM X 195MM Rafters at 400mm c/c birds mouthed
over wall plate and runner and fixed with truss clips.
Roof set at a pitch of min 15°. Roof to be finished with
Tyvek Supro breathable felt, battens and concrete tiles
suitable for pitch and as general notes.

Insulation between and below
rafters as general notes

100mm x 50mm timber wall plate bedded on 10mm
mortar to prevent air leakage. Wall plate to be tied
down to walls at 2m c/c using galvanised steel
30mm x 5mm x 1000mm straps

2335mm
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External cavity walls to be 102mm
brick, 100mm cavity fully filled with
90mm Kinspan K106 with 10mm
residual cavity, 100mm Thermalite
Shield block internally, 12.5mm plaster
board on dabs finish internally. For full
specification see general notes

DPC set min. 150mm above ground level.

75mm sand / cement screed (optional) on, 150mm
concrete slab, 500 guage DPM separation layer on,
100mm Kingspan K103 insulation with 25mm dress
vertically to perimeter on, Visqueen R400 radon
membrane with 300mm lapping and gas proof tape
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750mm

on, compacted sand blinding, on 300mm well — —
compacted granular blanket made up of 20 - 40mm
crushed rock compacted in max 150mm layers.
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750mm x 225mm concrete strip
foundations at a depth to match the
main house or as agreed with the Area
Builsing Control Officer on site. Should
foundations go below the level of any
other foundations with 3m, formal
notification may be required under the
Party Wall Act.
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