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82 No.LON5L

7 No.Sco 5L

7 No.Sco 5L

7 No.Sco 5L
7 No.Sco 5L

29 No.Sco 5L

28 No.Pl 5L
21 No.Pl 5L

45 No.Pl 5L

44 No.Pl 5L

43 No.Pl 5L

25 No.Pl 5L

30 No.Pl 5L

38 No.Pl 5L

37 No.Pl 5L

72 No.Pl 5L

45 No.Pl 5L

14 No.Sco 5L

37 No.EI5L

72 No.EI5L

64 No.EI5L

7 No.Sco 5L

7 No.Sco 5L

7 No.Sco 5L

7 No.Sco 5L

30 No.LON5L

70 No.LON5L

51 No.LON5L

52 No.LON5L

5L

15 No.CHT 5L

22 No.CHT 5L

CHT 5L

22 No.CHT 5L

24 No.CHT 5L

22 No.CHT 5L

33 No.CHT 5L

42 No.CHT 5L

22 No.CHT 5L

24 No.CHT 5L

22 No.CHT 5L

18 No.CHT 5L

22 No.CHT 5L

24 No.CHT 5L

26 No.FSP B

43 No.PITTEAG 5L

43 No.PITTEAG 5L

50 No.PITTEAG 5L

44 No.EI5L

32 No.EI5L

21 No.EI5L

32 No.EI5L

22 No.EI5L
25 No.EI5L

74 No.HH5L
62 No.Pl 5L

19 No.Pl 5L

43 No.Pl 5L

34 No.LON5L

53 No.PITTEAG 5L

20 No.Sco 5L
20 No.Sco 5L

20 No.EI5L

7 No.EI5L

106 No.HH5L

42 No.HH 5L

7 No.Sco 5L

20 No.Sco 5L

7 No.Sco 5L

20 No.Sco 5L

2 No.LaSFe RB

7 No. TilEERB

6 No.QIRB

1 No. TilEERB

2 No. AcERB

1 No.Lt RB

3 No.PHSRB

2 No. AcERB

1 No. AcERB

1 No.CAR FONRB

2 No. ACECOLA RB

1 No. ACECOLA RB

1 No. ACECOLA RB

1 No.LaSFe RB

3 No.PAc RB

1 No.Lt RB

1 No.QIRB

6 No. TilEERB

6 No. TilEERB

3 No.SAL RB

1 No.QIRB

3 No.SAL RB

1 No.FsRB

1 No.BEPERB

1 No.SA RB

1 No. ALGRB

1 No.QIRB

1 No.QIRB

1 No.BEPERB

5No CCA (3L)
5No HCA (3L)
5No LP (3L)
5No RFG (3L)
3No CEV (10L)
1No BET (25L)
1No SCO (25L)

5No CCA (3L)
5No HCA (3L)
5No LP (3L)
5No RFG (3L)
3No CEV (10L)
1No BET (25L)
1No SCO (25L)

4No BSC (3L)
4No HAS (3L)
4No PBS (3L)
2No FJ (5L)
1No LAS (10L)
2No EJA (25L)

4No BSC (3L)
4No HAS (3L)
4No PBS (3L)
2No FJ (5L)
1No LAS (10L)
2No EJA (25L)

4No RFG (3L)
4No CKF (3L)
4No RO (3L)
2No DCB (5L)
1No ISQ (10L)
2No SCO (25L)

4No RFG (3L)
4No CKF (3L)
4No RO (3L)
2No DCB (5L)
1No ISQ (10L)
2No SCO (25L)

4No RFG (3L)
4No CKF (3L)
4No RO (3L)
2No DCB (5L)
1No ISQ (10L)
2No SCO (25L)

4No RFG (3L)
4No CKF (3L)
4No RO (3L)
2No DCB (5L)
1No ISQ (10L)
2No SCO (25L)

4No RFG (3L)
4No CKF (3L)
4No RO (3L)
2No DCB (5L)
1No ISQ (10L)
2No SCO (25L)

2No SCO (25L)

5No SVI (3L)
5No LAV (3L)
5No CKF (3L)
5No DSA (3L)
2No CEV (5L)
1No CEV (10L)
1No CCY (25L)

5No SVI (3L)
5No LAV (3L)
5No CKF (3L)
5No DSA (3L)
2No CEV (5L)
1No CEV (10L)
1No CCY (25L)

5No SVI (3L)
5No LAV (3L)
5No CKF (3L)
5No DSA (3L)
2No CEV (5L)
1No CEV (10L)
1No CCY (25L)

5No SVI (3L)
5No LAV (3L)
5No CKF (3L)
5No DSA (3L)
2No CEV (5L)
1No CEV (10L)
1No CCY (25L)

5No SVI (3L)
5No LAV (3L)
5No CKF (3L)
5No DSA (3L)
2No CEV (5L)
1No CEV (10L)
1No CCY (25L)

4No VMI (3L)
4No PBS (3L)
4No LP (3L)
2No SIN (5L)
1No PE (10L)
2No BET (25L)

6No CKF (3L)
6No HMA (3L)
6No PBS (3L)
6No RFG (3L)
5No DCB (5L)
2No LAS (10L)
1No SCO (25L)
1No CSB (25L)

3No HAS (3L)
3No RO (3L)
3No SVI (3L)
3No LP (3L)
1No BS (5L)
1No ISQ (10L)
1No EJA (25L)

3No HAS (3L)
3No RO (3L)
3No SVI (3L)
3No LP (3L)
1No BS (5L)
1No ISQ (10L)
1No EJA (25L)

3No HAS (3L)
3No RO (3L)
3No SVI (3L)
3No LP (3L)
1No BS (5L)
1No ISQ (10L)
1No EJA (25L)

5No VMI (3L)
5No CCA (3L)
5No HCA (3L)
6No LP (3L)
2No DCB (5L)
1No ISQ (10L)
1No CSB (25L)

6No CKF (3L)
6No HMA (3L)
6No PBS (3L)
6No RFG (3L)
5No DCB (5L)
2No LAS (10L)
1No SCO (25L)
1No CSB (25L)

3No GMA (3L)
3No RO (3L)
3No RDG (3L)
2No HRE (5L)
2No CEV (10L)
2No SCO (25L)

4No HMA (3L)
4No GMA (3L)
4No BSC (3L)
6No CKF (3L)
2No SIN (5L)
2No EGR (10L)
1No BET(25L)

6No CKF (3L)
6No HMA (3L)
6No PBS (3L)
6No RFG (3L)
5No DCB (5L)
2No LAS (10L)
1No SCO (25L)
1No CSB (25L)

4No HMA (3L)
4No GMA (3L)
4No BSC (3L)
6No CKF (3L)
2No SIN (5L)
2No EGR (10L)
1No BET(25L)

4No BSC (3L)
4No PBS (3L)
4No RFG (3L)
6No VMA (3L)
2No DCB (5L)
2No EEU (10L)
1No CCY (25L)

3No BSC (3L)
3No LAV (3L)
3No SVI (3L)
1No EFH (5L)
2No CEV (10L)
2No SCO (25L)

3No GMA (3L)
3No RO (3L)
3No RDG (3L)
2No HRE (5L)
2No CEV (10L)
2No SCO (25L)

3No GMA (3L)
3No RO (3L)
3No RDG (3L)
2No HRE (5L)
2No CEV (10L)
2No SCO (25L)

3No GMA (3L)
3No RO (3L)
3No RDG (3L)
2No HRE (5L)
2No CEV (10L)
2No SCO (25L)

3No GMA (3L)
3No RO (3L)
3No RDG (3L)
2No HRE (5L)
2No CEV (10L)
2No SCO (25L)

3No GMA (3L)
3No RO (3L)
3No RDG (3L)
2No HRE (5L)
2No CEV (10L)
2No SCO (25L)

3No GMA (3L)
3No RO (3L)
3No RDG (3L)
2No HRE (5L)
2No CEV (10L)
2No SCO (25L)

3No GMA (3L)
3No RO (3L)
3No RDG (3L)
2No HRE (5L)
2No CEV (10L)
2No SCO (25L)

3No BSC (3L)
3No LAV (3L)
3No SVI (3L)
1No EFH (5L)
2No CEV (10L)
2No SCO (25L)

3No BSC (3L)
3No LAV (3L)
3No SVI (3L)
1No EFH (5L)
2No CEV (10L)
2No SCO (25L)

3No BSC (3L)
3No LAV (3L)
3No SVI (3L)
1No EFH (5L)
2No CEV (10L)
2No SCO (25L)

3No BSC (3L)
3No LAV (3L)
3No SVI (3L)
1No EFH (5L)
2No CEV (10L)
2No SCO (25L)

3No BSC (3L)
3No LAV (3L)
3No SVI (3L)
1No EFH (5L)
2No CEV (10L)
2No SCO (25L)

4No RFG (3L)
4No HMA (3L)
6No CSK (3L)
6No HCA (3L)
4No BSC (3L)
2No BS (5L)
2No ISQ (10L)
2No CCY (25L)

4No RFG (3L)
4No HMA (3L)
6No CSK (3L)
6No HCA (3L)
4No BSC (3L)
2No BS (5L)
2No ISQ (10L)
2No CCY (25L)

6No CKF (3L)
6No HMA (3L)
6No PBS (3L)
6No RFG (3L)
5No DCB (5L)
2No LAS (10L)
1No SCO (25L)
1No CSB (25L)

5No VMI (3L)
5No CCA (3L)
5No HCA (3L)
6No LP (3L)
2No DCB (5L)
1No ISQ (10L)
1No CSB (25L)

25No BSC (3L)
33No LP (3L)
25No PBS (3L)
25No SS (3L)
19No LAN (5L)
19No BTA (5L)
19No SIN (5L)
19No EFH (5L)
13No CEV (10L)
13No CSM (10L)
13No HAS (10L)
13No LAS (10L)

13No BSC (3L)
18No LP (3L)
13No PBS (3L)
13No SS (3L)
10No LAN (5L)
10No BTA (5L)
10No SIN (5L)
10No EFH (5L)
7No CEV (10L)
7No CSM (10L)
7No HAS (10L)
7No LAS (10L)

9No BSC (3L)
11No LP (3L)
9No PBS (3L)
9No SS (3L)
7No LAN (5L)
7No BTA (5L)
7No SIN (5L)
7No EFH (5L)
5No CEV (10L)
5No CSM (10L)
5No HAS (10L)
5No LAS (10L)17No BSC (3L)

23No LP (3L)
17No PBS (3L)
13No LAN (5L)
13No BTA (5L)
13No SIN (5L)
13No EFH (5L)
9No CEV (10L)
9No CSM (10L)
9No HAS (10L)
9No LAS (10L)

16No BSC (3L)
21No LP (3L)
16No PBS (3L)
16No SS (3L)
12No LAN (5L)
12No BTA (5L)
12No SIN (5L)
12No EFH (5L)
8No CEV (10L)
8No CSM (10L)
8No HAS (10L)
8No LAS (10L)

5No CKF (3L)
5No RFG (3L)
3No EFH (5L)
3No HRE (5L)
1No CCY (25L)

5No CKF (3L)
5No RFG (3L)
3No EFH (5L)
3No HRE (5L)
1No CCY (25L)

5No CKF (3L)
5No RFG (3L)
3No EFH (5L)
3No HRE (5L)
1No CCY (25L)

7 No.EI5L

FOR LANDSCAPE DETAIL OF
RM1 REFER TO DRAWINGS

6412.03-13.

MEADOW MIX - SPECIAL
GENERAL PURPOSE MIX EM3

GRASS
(CLOSE MOWN)

HEDGEROW MIX - EH1 FROM
EMORSGATE SEEDS

HEDGE PLANTING

PROPOSED TREE
PLANTING

KEY

NATIVE SHRUB
PLANTING

ORNAMENTAL
SHRUB PLANTING

NATIVE HEDGE
PLANTING

CLIMBERS

SPECIMEN PLANTING

0m 5m 10m 20m 30m 40m

Abbreviation Botanical name Height Pot Size Density

BET Berberis thunbergii . 25L 1/m
CCY Cotinus coggygria ‘Young Lady’ . 25L 1/m
CSB Cornus alba 'Sibirica' . 25L 1/m
EAL Euonymus alatus . 25L 1/m
EJA Eunoymus japonicus 'Ovatus Aurea' . 25L 1/m
SCO Sarcococca confusa . 25L 1/m
SMP Syringa meyeri ‘Palibiin’ . 25L 1/m
VBT Viburnum tinus . 25L 1/m
SMP Syringa meyeri ‘Palibiin’ . 25L 1/m
VBT Viburnum tinus . 25L 1/m

CEV Carex oshimensis ‘Everillo’ 60-80cm 10L 2/m
CSM Cornus sanguinea ‘Midwinter Fire’ 60-80cm 10L 2/m
EEU Eunoymus europaeus 60-80cm 10L 2/m
EGR Euonymus japonicus ‘Green Rocket 60-80cm 10L 2/m
HAS Hebe ‘Sapphire’ 60-80cm 10L 2/m
HIN Hamamelis x intermedia 60-80cm 10L 2/m
ISQ Ilex aquifloium 'Silver Queen' 60-80cm 10L 2/m
LAS Lavandula angustifolia ‘Arctic Summer’ 60-80cm 10L 2/m

PE Potentilla 'Elizabeth' 60-80cm 10L 2/m
RSK Ribes sanguineum 'King Edward VII' 60-80cm 10L 2/m

BS Brachyglottis ‘Sunshine’ 40-60cm 5L 3/m
BTA Berberis thunbergii 'Atropurpurea Nana' 40-60cm 5L 3/m
CSC Cytisus scoparius 40-60cm 5L 3/m
DCB Deschampsia cespitosa ‘Bronzeschleier’ 40-60cm 5L 3/m

DSA Dicentra spectablis ‘Alba’ 40-60cm 5L 3/m
EFH Euonymus fortunei ‘Harlequin’ 40-60cm 5L 3/m

FJ Fatsia japonica 40-60cm 5L 3/m
HRE Hebe ‘Red Edge’ 40-60cm 5L 3/m
LAN Lavandula angustifolia 40-60cm 5L 3/m
SIN Santolina incana 40-60cm 5L 3/m

BSC Bergenia ‘Schneekissen’ 30-40cm 3L 4/m
CCA Cornus canadensis 30-40cm 3L 4/m
CKF Calamagrostis x aucutifolia ‘Karl Foester’ 30-40cm 3L 4/m
CSK Cistus x skanbergii 30-40cm 3L 4/m
DEP Dryopteris erythrosora ‘Prolifica’ 30-40cm 3L 4/m

DS Dicentra spectablis ‘Alba’ 30-40cm 3L 4/m
GMA Geraneum macrorrhizum 30-40cm 3L 4/m

HAS Hebe salicifolia 30-40cm 3L 4/m

HCA Hebe ‘Caledonia’ 30-40cm 3L 4/m

HEDH Hedera helix 30-40cm 3L 4/m

HEP Hebe pinguifoila 'Pagei' 30-40cm 3L 4/m
HMA Hakonechloa macra 30-40cm 3L 4/m

LAV Lavandula angustifolia ‘Vera’ 30-40cm 3L 4/m

LP Lonicera pileata 30-40cm 3L 4/m
PBS Perovskia atriplicifolia ‘Blue Spire’ 30-40cm 3L 4/m

PSW Pulmonaria ‘Sissinghurst White’ 30-40cm 3L 4/m

RFG Rudbeckia fulgida ‘Goldstrum’ 30-40cm 3L 4/m
RO Rosmarinus officinalis 30-40cm 3L 4/m
SS Senecio 'Sunshine' 30-40cm 3L 4/m
SVI Santolina virens 30-40cm 3L 4/m
VMA Vinca minor ‘Alba’ 30-40cm 3L 4/m
VMI Vinca minor 30-40cm 3L 4/m

Shrubs

Total :3 -
2 -25LPhotinia x fraseri 'Red Robin'PRR
1 -25LViburnum tinusVBT
Number of PlantsPot SizeHeightSpeciesAbbreviation

Specimens

Total :3620.0974mTotal :14689 -
350.0052m1412 -4/m5L60-80cmSingle rowTaxus baccataTB
347.4926m1432 -4/m5L60-80cmSingle rowSarcococca confusaSco
225.4426m912 -4/m5L60-80cmSingle rowRibes sanguineumRIBSA
556.8707m2258 -4/m5L60-80cmSingle rowPrunus lusitanicaPl
447.1243m1810 -4/m5L60-80cmSingle rowPittosporum tenuifol. 'Abbotsbury Gold'PITTEAG
42.8245m173 -4/m5L60-80cmSingle rowPyracantha coccinea 'Red Column'PcRC
260.2072m1055 -4/m5L60-80cmSingle rowLonicera nitidaLON
53.7812m221 -4/m5L60-80cmSingle rowLavandula angustifoliaLAVAN
254.569m1029 -4/m5L60-80cmSingle rowHypericum 'Hidcote'HH
123.29m500 -4/mB60-80cmDouble Staggered rowFagus sylvatica 'Purpurea'FSP
325.6205m1321 -4/m5L60-80cmSingle rowEscallonia 'Iveyi'EI
341.926m1388 -4/m5L60-80cmSingle rowChoisya ternataCHT
290.9436m1178 -4/m5L60-80cmSingle rowBerberis ottawensis 'Superba'BoS
LengthNumber of PlantsDensityPot SizeHeightSpecificationSpeciesAbbreviation

Hedges

Total :294 -
62 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmTilia × europaea ‘Euchlora’TilEE
9 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmSorbus aria 'Lutescens'SAL
11 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmSorbus aucuparia 'Aspleniifolia'SaA
4 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmSorbus aucupariaSA
7 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmQuercus roburQRO
25 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmQuercus ilexQI
2 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmPyrus communis 'Beech Hill'PYRCOBH
5 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmPrunus sargentii 'Rancho'PRURANA
13 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmPrunus 'Hillieri Spire'PHS
8 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmPyrus calleryana 'Chanticleer'PcC
6 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmPrunus avium 'Plena'PAP
9 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmPrunus 'Accolade'PAc
12 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmMalus 'Evereste'ME
7 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmLiriodendron tulipiferaLt
15 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmLiquidambar Styraciflua 'Festival'LaSFe
3 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmFagus sylvaticaFs
21 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmCarpinus betulus 'Frans Fontaine'CAR FON
3 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmBetula pendulaBEPE
15 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmBetula utilis jacquemontiiBeJa
12 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmAlnus glutinosaALG
7 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmAlnus incana 'Aurea'AIA
5 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmAesculus hippocastanumAES HIP
19 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmAcer platanoides 'Columnare'ACECOLA
14 -RBSemi-Mature :Clear Stem min. 250 :C20-25cmmin. 450cmAcer campestre 'Elsrijk'AcE
Number of PlantsPot SizeSpecificationGirthHeightSpeciesAbbreviation

Trees

PLANTING SCHEDULE

'FSP'  to be clipped and evened up on planting

Total :1481.3818m²Total :1510 -
74.0691m²78 -5%1/m²B60-80cmTransplantViburnum opulusVIBOP
74.0691m²78 -5%1/m²B60-80cmTransplantRosa caninaROSCA
74.0691m²78 -5%1/m²B60-80cmTransplantRosa arvensisROSAR
148.1382m²153 -10%1/m²B60-80cmTransplantPrunus spinosaPRUSP
148.1382m²153 -10%1/m²3L60-80cmCIlex aquifoliumILEA
740.6908m²744 -50%1/m²B60-80cmTransplantCrataegus monogynaCM
222.2073m²226 -15%1/m²B60-80cmTransplantCorylus avellanaCORAV
AreaNumberPercentage ContributionDensityPot SizeHeightSpecificationSpeciesAbbreviation

Native Shrub Mix

Total :86 -
4 -5L60-80cmReady trained on trellisHydrangea petiolarisHYDPE
82 -3L60-80cmReady trained on trellisHedera helixHEDH
Number of PlantsPot SizeHeightSpecificationSpeciesAbbreviation

Climbers

Total :76.7348mTotal :393 -Total :100%
46.0408m231 -60%5/mB60-80cmTransplant 1+1Crataegus monogynaCRAMON
11.5102m59 -15%5/mB60-80cmTransplant 1+1Corylus avellanaCORAV
7.6734m40 -10%5/m5L60-80cmContainerIlex aquifoliumILEA
3.8368m21 -5%5/mB60-80cmTransplant 1+1Rosa caninaROSCA
3.8368m21 -5%5/mB60-80cmTransplant 1+1Rosa arvensisROSAR
3.8368m21 -5%5/mB60-80cmTransplant 1+1Prunus spinosaPRUSP
LengthNumberMix Species ContributionDensityPot SizeHeightSpecificationSpeciesAbbreviation

Native Hedge Mix - Double Staggered row

All Whip Planting to be clipped and evened up on planting

All Whip Planting to be clipped and evened up on planting

MEADOW MIX - To be sown at a rate of 5g/M².
EM3 - Special General Purpose Meadow Mixture. 

All wildflower areas to have 1M wide
close mown grass edge adjacent
roads and footpaths. Seeded with
grass mix A22.

Available from Emorsgate Seeds Tel: 01553 829 028 or
similar approved.

Wet and Damp Soils Mix JC6

Wet Maximum height 150cmFlowering times Apr – SeptCoverage 1.5 – 2g/m2PerennialsIris; Yellow  19.50%Buttercup; Meadow 9.50%

Campion; Red 9.00%Vetch; Tufted  8.00%Meadowsweet  7.50%Avens; Water 6.00%Mallow; Musk 6.00%Angelica; Wild 5.50%Ramsons 4.00%

Scabious; Devil’s-bit 4.00%Gipsywort 3.50%Sneezewort 3.50%Bird’s-foot-trefoil; Greater 2.00%Purple; Loosestrife  2.00%Ragged-Robin 2.00%St John’s-wort; Square-stalked 2.00%

Fleabane; Common 1.50%Hemp; Agrimony 1.50%Columbine  1.00%Hemp Nettle; Common  1.00%Figwort; Common 1.00%

HEDGEROW MIX - To be sown at a rate of 5g/M².
EH1 - Hedgerow Mixture for beneath hedges/ woodland edges.

All wildflower areas to have 1M wide
close mown grass edge adjacent
roads and footpaths. Seeded with
grass mix A22.

Available from Emorsgate Seeds Tel: 01553 829 028 or
similar approved.

SEED & TURF MIXES
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SPECIFICATION

GROUND PREPARATION - GENERAL

Preparing for topsoiling
Grading and cultivation shall be in accordance with BS 4428:1989 section 4. Subsoil
that is to receive topsoil shall, whether obviously overcompacted or not, be thoroughly
broken up by hand, by heavy rotovator, by subsoiler or tined equipment with adequate
passes made to thoroughly break up the surface to a depth of 150mm, cleared of all
large stones, bricks, perennial weeds, tree roots (excluding living tree roots), coarse
vegetation and other extraneous matter.

Subsoil grading
Subsoil shall only be graded after loosening as above, and this shall be undertaken by
the use of a tractor and blade grader on large areas and by a small mechanical grader
or by hand on small areas. Ground shall at no time be traversed by heavy machinery,
for grading or any other purpose after subsoiling and/or topsoiling has taken place.

Making up levels
When subsoil is deposited in low lying areas to raise formation levels, it shall be lightly
consolidated and left broken up ready to receive topsoil. Imported fill material shall be
natural subsoil free from metal, concrete or organic material with any one dimension
greater than 100mm. All imported fill material shall be approved by the Landscape
Architect prior to spreading on site.

Supply of topsoil
Topsoil to be supplied shall be approved by the Landscape Architect and details of the
source of supply shall be provided in order that inspection may be made before delivery
commences. Topsoil shall conform to BS 3882: 2015, Recommendations and
classification for topsoil, clause 4.1a. The soil shall be free of weeds, roots or perennial
weeds, pests, diseases, debris, tree roots, sticks, subsoil and foreign matter and shall
be capable of being broken down to a fine tilth.

Temporary topsoil heaps
The depositing of temporary heaps of topsoil shall be so arranged that possible damage
to existing grass, plants, tarmacadam, paving etc, is avoided. Unless otherwise agreed
by the Landscape Architect, temporary spoil heaps shall be on protected ground. Such
protection shall take the form of tarpaulins, plastic sheets, boards or similar covering. If
damage does occur, it shall be made good at the contractor's own expense. Areas
excavated to receive topsoil but have not had the base loosened shall not be used as
temporary off loading areas. If the bottom of the excavation has been loosened off,
loading on these areas is permissible.

Spreading topsoil
Prior to topsoil replacement the formation level shall be cleared of all stones, rubbish,
debris with any one dimension greater than 75mm. Areas to be seeded or turfed shall be
covered by topsoil 100mm thick and areas to be planted shall be covered by topsoil
300mm thick. Topsoil shall be spread in an evenly consolidated layer and shall be left
cleared of all roots, stones and debris with any one dimension greater than 50mm
throughout its depth. Unless otherwise stated the finished level shall be 25mm above
adjacent hard areas. No topsoil shall be spread until the subsoil grade has been
inspected by a Landscape Architect.

PLANTING

Cultivation
Planting areas shall be rotovated to a depth of 225mm in the original ground, or where
the ground is compacted, ripped and rotovated. Pick off stones, bricks, timber and all
other debris arising which have any dimensions greater than 50mm and remove off site
to tip.  Do not cultivate across any drain where the stone is flush with the ground
surface.

Soil improvers
Where directed composts, fertilisers or other additives shall be incorporated into the soil.
Spent mushroom compost or similar shall be spread to the specified thickness and
incorporated, by rotovating, into the top 150mm. Fertilisers, organic or inorganic, shall
be raked into the top 25mm.

Rejection of plants
All plant material should comply with the minimum requirements in BS 3936-1: 1992
Specification for trees and shrubs and BS 3936-4: 2007 Specification for forest trees
and BS 8545: 2014 Trees from Nursery to Independence in the Landscape. Any plant
material, which in the opinion of the Landscape Architect, does not meet the
requirements of the Specification, or is unsuitable, or defective in any other way, will be
rejected. The minimum specified sizes in the plant schedule will be strictly enforced. The
contractor shall replace all plants rejected at his own cost.

Planting
All plant material shall generally be planted between November and March in open cool
weather. Planting shall not take place in frosty, snowy or waterlogged conditions. Where
approved, pot or container grown plants may be planted outside the described season,
but adequate watering shall be supplied. Torn or damaged roots and branches shall be
cleanly pruned prior to planting.

Planting of whips, transplants and shrubs
The nature of the material to be planted is variable and the contractor shall allow for
planting to be properly carried out in all cases as described in BS 4428: 1989 section 7
Amenity tree planting, section 8 Woodland planting and section 9 Planting of shrubs,
herbaceous and bulbs. Prior to planting, the growing tip (top 100mm) of whips shall be
cleanly pruned to encourage new growth. A mycorrhizal root powder, dipping gel or a
dry granule product shall also be applied to the roots, or mixed with soil (Follow product
guidance) before or during planting. All plants shall be planted at same depth, or very
slightly deeper, as they were grown. Roots shall not be bent, broken or forced into
inadequate pits or notches. Plants shall be upright, firmed in and wind resistant, with no
air pockets around roots. All pots and root wrappings shall be carefully removed prior to
planting. All pots and wrappings arising shall immediately be picked up and stored ready
for removal to tip. Plants shall be planted at the specified centres. On steep slopes this
shall be in the horizontal measure.

Tree planting within soft landscape areas
Trees shall conform to BS: 3936-1: 1992 and be planted in tree pits of the following
sizes unless directed otherwise:
Feathered trees - 900 x 900 x 450
Selected standards - 1000 x 1000 x 600
Heavy standards/Extra heavy standards - 1200 x 1200 x 600
Excavated subsoil or stone shall be carted off site to tip. The bottom 250mm of the pit
shall be dug and broken up. The bottom of the pit shall be backfilled with subsoil (site or
imported) to comply with BS 8601: 2013. The top 300mm of the pit shall be backfilled
with imported topsoil as specified unless directed otherwise.

Compost for planting pits
Compost shall be a proprietary product, bark based incorporating fertilisers  and
improving additives. The type of compost shall be approved before its delivery on site,
and the details of the product shall be supplied. Cambark planting compost is approved.
Where directed compost shall be added to and mixed with topsoil backfill at the
following rates:
Feathered trees - 40  litres
Selected standards - 60 litres
Heavy standards/Extra heavy standards  - 80 litres

Stakes for trees
Stakes shall be peeled round softwood, pointed, minimum diameter 75mm. The stakes
shall be driven into the base of the tree pit prior to placing the tree and backfilling.
Stakes shall in general have a clear height above the finished ground level as follows
unless directed otherwise:
Feathered trees - 750mm (one tie)
Selected standards - 900mm (2 stakes, one tie each)
Heavy standards/Extra heavy standards  - 1200mm (2 stakes, one tie each)
The stake shall be long enough to drive until they hold the tree firmly without rocking.

Tree ties
Ties for bareroot trees, shall be approved rubber nail-on type with cushioned spacer
such as Toms, or other equal and approved. Nails shall be flat headed galvanised and
shall hold the ties securely into the stake. Ties shall not be over tight on the tree stems.
Ties available from J Toms Limited, Wheeler Street, Headcorn, Ashford, Kent, TN27
9SH.
Feathered Type - 04 (one tie)
Select standards - Type L1 (one tie per stake)
Heavy standards/Extra heavy standards - Type L3 (one tie per stake)

Ties for rootball and container grown trees shall be 50mm rubber tree belts in a figure of
eight around the tree. Fixed to the stake with two flat head galvanised nails.
Feathered - one belt
Select standards Type - two belts
Heavy standards/Extra heavy standards - two belts

Planting of trees
The tree shall be set upright and at the same depth as grown in the nursery, the roots
shall be spread out (bareroot) and the soil followed by compost topsoil mixture,
backfilled. Backfilling should be done to ensure close contact between roots and by
firming in layers (bareroot). The soil shall be left level and tidy, any subsoil clods, bricks
or stones over 50mm arising, collected and carted off site.

Mulching
A 75mm compacted layer of medium grade pulverised bark, with a particle size of not
more than 100mm and containing no more than 10% fines, shall be spread to form a
continuous layer covering the whole of the bed, or in the case of standard trees within
grass shall be in the form of a circle of 600mm diameter around the base of the tree.
Whips and transplants shall be mulched in the form of a 300mm diameter circle around
the base of the tree. Where trees are planted within grass a circular hemp mulch mat is
required beneath the layer of mulch at the diameters stated above, secured with fixing
pegs. The tree pit surface shall be as big as possible.

Watering of trees
Trees should be watered at a low pressure, and administered slowly - mimicking rainfall.
Water should be applied to the base of the tree, evenly distributed over the entirety of
the root ball to encourage even development. A newly planted tree should be watered
when planted and at the point of bud burst in the spring and this should be continued
throughout the spring and summer months until the leaves have fallen in the autumn
(deciduous trees). Watering should be carried out for the first two summers after
planting. During the height of summer water should be applied at a rate of 2 domestic
buckets full (or 20 litres) of water every other day. Watering can begin to be reduced as
autumn approaches. Trees still need additional water even if it has been raining. Ensure
that the water is draining well away after 10 minutes of application to make sure that the
water gets to the tree and is not just sitting on the surface.

TURFING

Soil preparation and cultivation
All areas to be turfed shall be cultivated to a depth of at least 100mm, all weeds, stones
and refuse larger than 50mm shall be removed to Contractor's tip, and shall be brought
to a fine tilth. Allow for hand cultivation where machine work is not possible.

Turf
Turf shall be extra-quality meadow turf and shall comply to BS 3969: 1998 +A1: 2013
and shall  be laid in accordance with BS 4428: 1998, section 6, Turfing. The Contractor
shall supply a sample of the turf he proposed to use for approval of the Landscape
Architect and shall ensure that all turves are similar to the approved sample. The
Contractor shall inform the Landscape Architect of the location of the supply, so that turf
can be inspected prior to lifting.

Season
Turf shall be laid when weather and soil conditions are suitable and, where possible,
preference should be given to autumn and early winter operations. No turf shall be laid
in exceptionally dry or frosty weather or in other unsuitable weather conditions.

Delivery and stacking
For large areas, turf shall be delivered at appropriate intervals throughout the work so as
to avoid stacking for long periods.

Laying
No turf shall be laid until the soil preparation has been satisfactorily completed by being
brought to an even tilth and firmness. Turves from the stack shall be wheeled to turf
layers on planks laid closely side by side. Adequate timber planks shall be used to
support operatives and barrows, and provide access. The turves shall be laid in
consecutive rows with broken joints (stretcher bond), closely butted and to the correct
levels. The turf shall be laid off planks working over turves previously laid. Where
necessary, the turves shall be lightly and evenly firmed with wooden beaters, the bottom
of the beaters being frequently scraped clean of accumulated soil or mud. A dressing of
finely sifted topsoil shall be applied and well brushed into the joints. Any inequalities in
finished levels owing to variation in turf thickness or uneven consolidation of soil shall be
adjusted by raking and/or packing fine soil under the turf. A roller shall not be used. The
finished levels of the turf shall conform to the levels indicated, allowing for final
settlement. Turf edges and margins shall be laid with whole turves. Turves adjoining
buildings, walls or fences shall be taken to the face of the structure, giving complete soil
cover.

Laying around trees
Turf shall not be laid to within 300mm of any tree trunk.

Watering
The Contractor shall be responsible for the replacement of any scorched turf. All
necessary watering shall be carried out with sprinklers or oscillating sprays so as not to
wash soil out of joints. If shrinkage occurs and the joints open, fine topsoil shall be
brushed in and well watered.

WILDFLOWER SEEDING & MAINTENANCE

Preparation for seeding
No topsoil shall be imported in to the wildflower areas and seed should be sown into
good quality, clay free sub-soil.
The area shall be cultivated to 150mm depth and all weeds, stones and refuse larger
than 50mm shall be removed to tip (Cultivation of soil not to occur beneath existing tree
canopies). Cultivated soil shall be rolled and raked to produce a tilth 25mm deep and left
for 2-3 weeks to allow existing weeds in the seed bank to germinate. After 2-3 weeks, a
spray off of the newly germinated weeds will be carried out, allowed to die back and
then raked off. Seed sowing must be undertaken immediately after the area has been
prepared and weeds removed, lightly watering area before seeding.  Seed shall be sown
during late August or September or, if this is not possible, during April to May.

Wildflower seeding
Sowing shall be carried out during calm weather. All sowing is at the contractor's own
risk and any areas where germination fails shall be re-seeded at the contractor's own
expense. The operation should be carried out in equal sowings and transverse
directions. The contractor must ensure that the grass and wildflower seed is thoroughly
mixed throughout sowing. The seed mix shall be sown at the rate specified by the
manufacturer and then raked into the soil surface and lightly rolled.

Wildflower seed mix
Sow the wildflower seed available from Emorsgate Wild Seeds. Certificates of purchase
shall be provided for all deliveries prior to the sowing of the wildflower mix, stating
source, mixture, purity and germination percentage. Sources must be of indigenous
stock.

Protection of newly seeded wildflower areas
All reasonable precautions shall be taken to ensure that pedestrian and other traffic
does not cross the wildflower areas during cultivation, seeding or establishment. Where
obvious short cutting is occurring, the contractor shall erect an approved temporary
fence so as to minimise the maintenance period or until such time as it is no longer
necessary, or as directed.

First cut of wildflower meadow
Areas seeded during August to September shall be cut lightly in the spring using a flail
mower, or strimmer, when the meadow reaches a height of 100mm. Areas seeded
during April to May shall be cut in October when flowering is over. In both cases, all
cuttings shall be raked up and removed from site.

Subsequent cuts
Hereafter cutting shall be undertaken, with a flail mower or strimmer, when flowering is
over, twice annually during July to August and September to October. All cuttings shall
be raked up and removed.

Making good
Any defects such as sinkage, ponding, sparse germination or disease shall be made
good and re-seeded all as above.

GRASS SEEDING AND MAINTENANCE

Soil Preparation and Cultivation
Final grading of topsoil shall be agreed by the Landscape Architect before cultivation
and seeding. All areas to be seeded shall be cultivated to 150mm depth and all weeds,
stones, and refuse larger than 50mm shall be removed to tip. Cultivated soil shall be
rolled and raked to produce a tilth 25mm deep. Allow for hand cultivation where machine
work is not possible. Seed sowing must immediately follow the preparation of the seed
bed.

Seeding
Sowing shall be carried out during calm weather. All sowing is at the contractor's own
risk and any areas where germination fails shall be re-seeded at the contractor's own
expense.
The operation should be carried out in equal sowings and transverse directions and the
seed shall be raked or harrowed in. Sowing shall be at the rate of 50 grammes per sq.m.
and overseeding shall be at a rate of 20 grammes per sq.m.

Seed Mix
The seed mix shall be A22 mix, obtainable from Germinal Seeds GB.
Grass seed shall be of the composition, purity and germination as specified in BS 4428:
1989.  Certificates of purchase shall be provided for all deliveries prior to the sowing of
grass seed stating source, mixture, purity and germination percentage.
Alternative cultivars of the above species may only be used if approved by the
landscape architect.

Protection of Newly Seeded Areas
All reasonable precautions shall be taken to ensure that pedestrian and other traffic
does not cross the grass areas during cultivation, seeding or until grass is established.
Where obvious 'Short cutting' is occurring, the contractor shall erect an approved
temporary fence so as to minimise the maintenance period or until such time as it is no
longer necessary, or as directed.

First Cut
When the grass is 100mm high, it shall be cut down to 50mm so as to avoid root pulling.
If the grass has been allowed to grow any longer than 100mm then the cuttings shall be
raked off and taken off site.

Second Cut
When the grass is  65mm high a second cut shall be carried out using a rotar
mower.  No more than one third of the foliage must be removed.

Subsequent Cuts
Thereafter, when the grass grows to 100mm high, it shall be cut down to 50mm with a
flail type mower, until the end of the maintenance period, or longer if so directed.  The
grass shall be cut on a regular basis if so directed.

Making Good
Any defects such as shrinkage, ponding, sparse germination or disease shall be made
good and re-seeded all as above. All areas of amenity grass should be top dressed with
fertiliser in spring. Application method as per chosen product specification and guidance.

Damage to Existing Grass
The contractor will be responsible for cultivating, seeding and maintaining, as above all
areas of existing turf that are damaged during the course of the works for reasons of
storage, working areas, transport of materials excepting those areas which are
specifically defined and measured in the contract.
Any areas, which in the opinion of the Landscape Architect, are consolidated during the
course of these works, shall be loosened with a ripper or other suitable implement to
ensure adequate drainage through the sub soil.

MAINTENANCE
All maintenance to be carried out up to handover to the adopting authority/ householder
from the date of planting and turfing to ensure successful establishment. All dead,
diseased, damaged plants must be replaced during this time unless the local Planning
Authority states, in writing, any variation to this.

Weeding
All beds to be kept weed free by hand weeding. Beds to be forked over as necessary to
keep soil loose to approved cambers with no hollows.

Pruning
At appropriate time, prune plants to remove dead, dying or diseased wood and suckers
to promote healthy growth and natural shape.

Watering
The Contractor shall ensure that sufficient water is applied during establishment (Year 1
& 2) and during dry periods to maintain healthy growth of all soft landscape areas.

Litter
Site to be kept free of litter.

Grass cutting
The initial cut shall be carried out when first growth is apparent, blades set 20mm above
ground. The Contractor shall continue cutting at appropriate intervals during the growing
season and maintain 40mm high sward until grass areas are handed over. Watering,
weeding, cutting, repair of all erosion and settlement and re-seeding as necessary to
establish a uniform and healthy stand of grass shall continue until handover to the
householder.
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