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75mm DIAMETER, 1200mm LONG SOFTWOOD TIMBER STAKE.

1
LOWER END TREATED WITH PRESERVATIVE.
75mm DIAMETER, 1200mm LONG SOFTWOOD TIMBER STAKE. -
LOWER END TREATED WITH PRESERVATIVE.

No. Fagus sylvatica
2 No. Carpinus betulus

EAF 'ROOT-RAIN URBAN
1'IRRIGATION PIPE, OR SIMILAR,

Evergreen hedz%erow to car park
Total Length: 20lin m

3 No. Malus sylvestris (f)

60mm DIA, 3m LONG POSITIONED
PLASTIC SPIRAL RABBIT GUARD 600mm MULCHTO 75mm DEPTH TO FULLY ENCIRCLE ROOTBALL

MULCH TO 75mm
BACKFILL MATERIAL TO BE TOPSOIL

ROOT BARRIER TO SIDES AND
BASE OF TREE PIT WHERE
WITHIN 3m OF SERVICES OR
BUILDINGS

BLUE URBAN REROOT
RIBBED 900MM TO BE INSTALLED
WHERE TREE PIT IS ADJACENT

TO PAVED SURFACES'

0. Alnus glutinosa
2 No. Betula pubescens
1 No. Quercus robur

BACKFILL MATERIAL TO BE TOPSOIL MIXED
20% PEAT FREE ORGANIC TREE PLANTING COMPOST V.
/AND 120g 'SIERRABLEN FLORA' SLOW RELEASE FERTILISER.

SLOW RELEASE FERTILISER

Native woodland mix (Tree and shrub whips and

woodland understorey species)
Total Proposed Area: 3,307m2
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BASE OF PIT BROKEN UP TO 150mm MIN SYSTEM TO BE PROVIDED TO SECURE.
TREE ROOTBALL e.g. 'PLATIPUS'
075 DEADMAN SYSTEM, REF RFIRDMP,
ATTACHED TO 2n0 CONCRETE KERBS
125x255x900mm OR ANCHOR SYSTEM
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Feathered Trees Extra Heavy Standard Trees

Native shrub mix
Total Area: 328m?2
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Illustrative Tree Pit Details
Scale 1:50@A1
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Mixed scrub margin mix
Total Area: 3,637m2
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POST AND WIRE FENCING TO AID ESTABLISHMENT
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TREE SHELTER 600mm HIGH WITH BAMBOO CANE SUPPORT TREE SHELTER 600mm HIGH WITH BAMBOO CANE SUPPORT

Shade tolerant wildflower mix (20% wildflowers and
80% grasses - Emorsgate Mix EH1 or similar
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.. General purpose wildflower mix (Emorsgate Mix

.. EM1 or similar approved, sown at 4 grams per m2)
Total Area: 3,780m2

Flowering lawn mix (Emorsgate Mix EL1
. Flowering Lawn Mix or similar approved, sown

at 4 grams per m2)
Total Area: 1,515m2

~ Wetland meadow mix (Emorsgate Mix EM8 or

- similar approved, sown at 4 grams per m2)
P Total Area: 4,1772m2

Native Shrub
Mix 15

Native Shrub
Mix 16

1 No. Prunus:
3 No. Betula pubescens avium

Aquatic Mix (Planted at 7 plants per m2 to cover

50% of pond)
Total Area: 974m?2
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Proposed surfaced pedestrian footpath
0. Betula pubescens (Indicative route at 2m wide)
1 No. Quercus robur
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1 No. Prunus aviu
1 No. Sorbus aucuparia:
1 No. Betula pendula
ative Shrub Mix 17 1 No. Prunus padu
ative Hedge Mix 1
Native Shrub Mix 18
1 No. Prunus padu
Native Heay,
) Mix 5 ~
1 No. Prunus padus 1 No. Sorbus aucuparia:
1 No. Prunus padus 1 No. Prunus aviu
1 No Prunus padu
1 No. Sorbus aucuparia:
1 No. Sorbus aucuparia: \
1 No. Alnus glutinosa
1 No. Betula pubescens \\
—
Native Shrub Mix 19
1 No. Prunus padus
30 No. Carpinus betulus 4 ative Hedge Mix 2
P ative/Shrub .’ p
_ Mix 3
Native Shrub Mix 2 . 4 v
o ol
2 No. Prunus avium 'ﬂ@
ucuparia
No. Betula
ative Shrub
Mix 3 No. Alnus
ative Shrub glutinosa
Mix 6
R\
Ny
~.
~.
3 No. Malus I
sylvestris (f) —~
Ny
~. -
3 No. Malus ~J

sylvestris (f) o

N
3 No. Betula
pubescens AN

3 No. Betula

pubescens \

SPECIFICATION NOTES

GENERAL

e Proposals to be read in conjunction with Architect's and Engineers Drawings;
e All landscape operations to be in accordance with BS 8545: 2014, BS4428: 1989 & BS 3936: 1992 and all amendments to date; and
e Plant material to conform with the National Plant Specification.

PLANT SUPPLY

e All plants shall be UK propagated / grown, to be true to size and description as outlined in the plant schedules and shall comply with BS
3936 and be in accordance with the National Plant Specification. Supplying nurseries shall be registered under the HTA Nursery =0 - . .
Certification Scheme. All plants shall be packed and transported in accordance with Code of Practice for Plant Handling as produced by "__ S T y 4 ative Woodland Mix 3
CPSE; . > : e A

e Any Plant material planted outside the recognised planting season (Nov-Feb), to be containerised stock and supplied at the sizes specified; = g 4 N, N y 0 ,‘ / \ ‘{

e All planting to be maintained and guaranteed for 12 months to include watering, weeding, litter picking, pest & disease control; and S 3 N \ 4 = \\ \"

e The landscape contractor is to take all safety precautions to prevent any injury to any persons. The landscape contractor shall comply with X § N 5 . y N

the requirements of the Health and Safety at Work Act 1974 and current Construction, Design and Management Regulations.

SOIL AND MULCH

e Existing topsoil to be stripped and stored on site in heaps not exceeding 2m height and kept weed free;

e Any compacted subsoil to be broken up to allow free drainage and to enable topsoil to key into surface;

*  Any imported topsoil to be to BS3882, weed free, medium texture, neutral PH value, reasonably stone free with no stones over 20mm in
size;

e Finished topsoil levels to be flush with adjacent paved surfaces;

e Soil depths to be 600mm for Standard and Feathered trees, 450mm for shrub and hedge planting, 300mm for rain gardens and backfill to
be a mix of 50/50 approved topsoil and tree and shrub planting compost evenly mixed. Soil depth to be 150mm for grass turfing where
necessary; and

e All planting areas to be covered with a 75mm depth of medium grade bark mulch.

sylvatica
1 No. Sorbus
aucuparia (f)

1 No. Sorbus

PLANT MATERIAL TREATMENT .
e All to be British grown stock and fully hardened off; HEDGING aucuparia (f)
* Root Dip - Proprietary Root Dip applied to all bare root stock at time of lifting at nursery and prior to planting (for hedgerow plants); e Plant hedging in trenches large enough to take full spread of roots;
e Anti-Desiccant - Proprietary anti-desiccant to be applied to foliage of all containerised/rootballed material in leaf prior to transportation and e Setout plants evenly as scheduled; planted in groups of 3-7 of the same species;
during any delay in planting; and e Backfill with excavated topsoil, or where contaminated in any way, with clean topsoil;
e Tree Stakes and Ties - Stakes to be pressure treated, round, smooth and peeled Larch or Chestnut. *  Proposed semi-evergreen and evergreen containerised hedge planting should be planted at 3 plants per linear metre in a single row.
e  Planting trenches to be 400mm deep x 500mm wide, with bottom 150mm of trench to be loosened to assist with drainage;
PROTECTIVE FENCING AND NECESSARY PERMISSIONS FOR WORK e Back fill trenches with topsoil mixed with organic compost. Imported topsoil to be to BS standard with approved testing and sourcing details
e The contractor shall maintain protective fencing around retained trees and hedgerows until all site works are completed; provided;
e The contractor will then remove the fencing and reinstate the ground. Within the area so fenced, the existing ground level shall be neither e  Proposed native hedging to be planted in double staggered rows as indicated on the plant schedule at 6 plants per linear metre, and be
raised nor lowered; all excavations shall then be carried out by hand and all works shall comply fully with the Arboricultural Method bare root stock unless otherwise specified;
Statement; e All bare root stock to be protected with spiral rabbit guards;
e The Local Planning Authority shall be advised when the protective fencing has been erected so that it can be checked on site before e Post and wire fencing proposed to aid establishment;
development commences, and shall thereafter be maintained during the period of construction; e Slow release fertilizer to be incorporated into topsoil at time of planting;
e Works adjacent to the existing watercourse should be undertaken with the advice of the Environment Agency, the appointed drainage e Apply mulch to a depth of 75mm;
consultant and ecologist; and e Water immediately after planting;
e Works adjacent to the railway line should be undertaken with the advice of Network Rail. e Prune back native hedging hard at the appropriate season in year one (and outside of the bird nesting season September 1st to February
28th). This is to promote low bushy growth and preventing the plants from becoming 'leggy'.
EXISTING TREES AND SHRUBS
e Where existing trees and shrubs are to be retained they should be subject to a full Arboricultural inspection for safety; WILDFLOWER SEEDING Native Hedg p-
e Any surgery required shall be in accordance with BS3998 (2010 and all amendments to date) "Tree Work - Recommendations'; e  Wildflower mixes to be supplied from Emorsgate Seeds (unless agreed otherwise) and mixes are specified on the plant schedule; .
*  Avoid damage to branches, trunks and roots of trees. All existing trees and hedges to be retained are subject to BS5837 (2012 and all e Seeds to be sown at 4 grams per m2 and in line with suppliers recommendations. Mi
amendments to date) ‘Trees in relation to Construction - Recommendations', and should be fully fenced off, prior to the commencement of e Remove topsoil and ensure ground is free of perennial weeds. Area should be thoroughly cultivated to fine tilth, firmed (not compacted) &
any works; and weeded prior to sowing grass seed. A gentle fall should be created to allow for drainage and to alleviate ponding hollows. Final levels
*  No storage of materials, disposal of rubbish, site fires, spillage of oil and chemicals, ground compaction, excavation or changes in level should be 30mm above adjoining paving or kerbs to allow for slight subsidence;
shall be carried out within existing tree/hedge canopies. e Seed is best sown in the autumn or spring but can be sown at other times of the year if there is sufficient warmth and moisture; Illustrative Planting Spacings/Densities
e The seed must be surface sown and can be applied by machine or broadcast by hand; Scale 1:50@A0
PROPOSED TREES e To get an even distribution and avoid running out, divide the seed into two or more parts and sow in overlapping sections; -
e Tree protection and method statements to be provided in accordance with Tree Survey recommendations; * Do not incorporate or cover the seed, but firm in with a roll, or by treading, to give good soil/seed contact; and
e No trees to be planted within 3 metres of sewers or services or other easement recommended by the relevant statutory undertaker without
the use of tree root barriers eg Greenleaf Reroot 600/100 placed between the tree and services; RABBIT GUARDS (Native Hedge Planting and Native Whips)
e Alltrees shown to be planted ensuring a minimum of 5 metres from buildings; e Where necessary, install rabbit guards supported by canes around bare root transplant and whips stock (to manufacture's specification);
«  Contractor to ascertain the location of all sewers ad services prior to tree planting; and
e Tree pit sizes: e The contractor shall maintain rabbit spirals and canes in place during the management and maintenance period. -
e Extra Heavy Standard Tree to be 1200mm x 1200mm x 900mm deep;
e Feathered Tree Planting to be 750mm x 750mm x 600mm deep; WATERING d 20/12/2023 Minon revisions for BNG requirements
. QLL:::St otc:J :es g;ur:I; sdt;krzgt;vrn:’i(t:;ossgol;?; :t;:;(\:ee tgnt;i I::’drfessure treated round, peeled and pointed with an overall length of 1800mm. . ze:]r(\;;tri\gn:eas are to be brought up to field capacity on completion of planting and during maintenance visits subject to prevailing c 08/11/2023 M!nor v!s!ons for BNG requ!rements and woodland retention
e Trees are to be placed into planting pits and backfilled with topsoil incorporating slow release fertiliser and Tree Planting and Mulching . \\ b ]ffg;ﬁggg gmqr;wstlo?s fcr(Bl:dG |reque:nems
Compost (TPMC). Firm trees in well and secure to stake with Green-tech natural tree tie / hessian strapping wrapped in figure of eight to WEEDING AND LITTER CLEARANCE Double staggered native hedgerow \3 No. Malus ? 07/07/2022 RZ:;::gn 'g |Z§gﬂl an I:;:I d:t:
provide buffer between tree and stake (see image). All trees and hedge plants to be watered at the end of each day of planting. e Planted areas to be maintained weed and litter free during maintenance and management period. 6 plants per linear metre planted ina \ DRAFT 09/06/2022 Draft Plan Issued
e Where necessary increase tree pit dimensions to ensure that tree pits are at least 75mm deeper and 150mm wider than rootball. Break up double staggered row with 0.4m \’
bottom of pits to a depth of 150mm. Compacted glazed sides of pits should be roughened; IT IS ESSENTIAL THAT ALL TOOLS, PLANT AND CLOTHING ARE CLEAN BEFORE BEING BROUGHT ONTO SITE TO AVOID centres, 0.3m \\ >\ Revision Date Description
e Cut back any broken or damaged roots to sound growth. Treat cut ends over 25mm diameter with fungicidal sealant. CONTAMINATION FROM SITE TO SITE OF PLANT PEST AND DISEASES. t ™~ \( o
Plant trees upright, unless otherwise instructed, in the centre of the pit and at original soil depth. \\ .
OOBLAND PLANTING Hix ~ s No. Sorbu Project Name Mercury 62
e Minimum topsoil depths of 400mm required;
e Planting to be completed between November and February; H
e Planting spaced randomly in groups of 3,5 and 7 pf the same species; P I"Oj eCt N u m be r C LP D 075
e All bare root stock to be planted with spiral rabbit guards;
e 75mm of bark mulch to be spread across proposed planting area; H H
* Allfeathered and EHS trees within woodland mixes to be planted with double stakes and spiral guards; and Plan Name Deta Iled Plantl ng Plan
e Native tree and shrub mixes to be planted at 1.5m centres.
SHRUBS P|an Number CLPD 075 PO1
*  Before planting, remove any non-perishable containers and carefully prune any damaged roots. Plant upright or well balanced with best
side to front. Carefully return excavated topsoil, packing around evenly spread roots or root ball and heel well in;
e Planting holes for shrubs to be 150mm wider than root spread and 500mm deep. The original soil mark on the plant is to be left 30mm high ReViSion d
on transplanting to allow for settlement;
e  Topsoil to be cultivated to a depth of 450mm with 150mm of base material loosened to aid drainage;
e Planting pit to include compost and slow release fertiliser;
e Planting pit for shrubs to be 150mm wider and 100mm deeper than plant container; Date 07/07/2022
e 75mm depth of mulch to be applied to all planting areas;
e Shrubs to be planted in groups of 3-7 of the same species, with smaller plants located abutting paths and roads; .
e Water plants thoroughly immediately after planting; Sca I e 1 . 500 @ AO
e Immediately after planting carefully cut back any damaged, dead or diseased branches and remove any weak, thin or malformed growth.

Where and to the extent appropriate for the species cut back to encourage growth;
After planting fork and or rake soil to a fine tilth with approved cambers and no hollows;
e Water all plants in well; and

e After forking and raking apply mulch.




