21,600 overall depth (approx) floor slab edge to edge

22,000 overall depth (approx) cladding face to cladding face

extemnal cladding, Kingspan KS1000RW/LPCB insulated
wall panel system, vertically laid, or other equal and
approved, fixed to Kingspan multibeam rails to
Specilist's details/specification
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5,313
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10667 overall width (approx) floor slab edge to edge
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) 11 ,067 overall width (approx) cladding face to cladding facgg
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FIRE
EXIT

intermediate steel stanchions to
Structural Enginesr's design, shown thus
grid lines B, C, and D, fire resisting
cladding at separation wall location to
specifications

NOTE:

Not shown on plans but shown
indicatively on cross section:

100 thick dense concrete blockwork
dado wall (2100 high) inner leaf by
builder to specifications {optional and
if required only)

UNIT 1

WORKSHOP (Use Class B2)

shown thus at grid lines 1-5

superstructure, steel portal frame system, stanchion to
Structural Engineer's design/specifications and details

steel clad fire exit doorset,
1000 clear width to specifications

NOTE:

Not shown on plans but shown
indicatively on cross section:

100 thick dense concrete blockwork
dado wall (2100 high) inner leaf by
builder to spegcifications {optional and
if required only)

roller shutter door assembly to
workshop entrance by Specialist -
Company to design/specifications

T
accommodation within workshop units shown
are indicative layouts, fire resisting and thermally -
insulated, structural and non-structural timber
stud walls and bulkhead csiling construction H
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ROLLER SHUTTER DOOR personnel

entrance

ramp up

/\ ramp up provision to workshop
~Lo enfrance shown thuste-

/ N detail/specification$ B N

. A 'FRONT ELEVATION B

GROUND FLOOR PLAN (PhOPOSED

steel clad personnel entrance doorset,
1000 clear width to specifications,
approved overhead security roller
shutter provisions extemal location

ramp and level aceess platfrom
provisions shown thus to
detail/specifications

27N
. C)
N7

drain |

new foul water below ground

drainage system

external cladding, Kingspan KS1000RW/LPCB insulated
wall panel system, vertically laid, or other equal and
approved, fixed to Kingspan muttibeam rails to
Specialist's details/specification
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Development reduced from 2 to 1 unit
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