
c20p concrete

construction joint 200mm to invert of pipe

500
MIN

225
MIN

DN 1350 CHAMBER

accommodation brickwork in
engineering or special purpose
concrete brickwork

900mm X 900mm minimum clear
opening. cover frame bedded
on mortar

inverts formed generally using
channel pipes

high strength concrete topping
to be brought up to a dense
smooth face neatly shaped &
finished to all branch
connections (min. thickness
20mm)

mortar haunching to m.h. cover
& frame

c20p concrete surround 150mm
thick

benching slope to be not flatter
than 1 in 30

bottom of precast conc.
manhole ring to be built into
base concrete min. 75mm

distance between top of pipe &
underside of pc chamber to be
50mm

estate road cover slab bedded
on pc chamber section with
mortar, proprietary bitumen or
resin mastic sealant

galvanised m.s. step irons at
either 250 or 300mm centres
throughout

10-20mm Type B
Gravel Bedding

150mm Ø perforated
twinwall uPVC pipe

6-10mm Gravel Backfill

80mm Ø perforated
twinwall uPVC pipe

Geotextile
Membrane

10-20mm Type B
Gravel Bedding

6-10mm
Gravel Backfill

300mm 150mm

150mm concrete

rodding eye

surround

as per pipe bedding
150mm sidefill

formation level

01 STANDARD MANHOLE SECTION

03 STANDARD CARRIER DRAIN SECTION

04 STANDARD RODDING EYE SECTION

It is the contractors responsibility to check design levels and sizes
for compliance. Any discrepancies or errors to be identified to the
design team.
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