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BOUNDARY WALL SPECIFICATION
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PROPOSED BRICKWORK ABOVE 
DPC LEVEL TO BE IBSTOCK 
STAFFORDSHIRE BLUE BRINDLE 
SMOOTH (A2220A)

PROPOSED MORTAR TO BE 
CEMEX MEDIUM MORTAR TUDOR 
BROWN

ALL BRICKS BELOW DPC LEVEL TO 
BE BLUE ENGINEERING BRICKS, 
SUBJECT TO STRUCTURAL 
ENGINEERS SPECIFICATION

ALL FOUNDATIONS TO BE 
DESIGNED BY STRUCTURAL 
ENGINEER

PROPOSED DPC TO BE VISQUEEN 
1200 GAUGE DPC (OR SIMILAR 
APPROVED)

PROPOSED WALL TIE TO BE 
SPECIFIED BY STRUCTURAL 
ENGINEER

PROPOSE SPACING OF 
MOVEMENT JOINTS TO BE 
SPECIFIED BY STRUCTURAL 
ENGINEER

READ IN CONJUNCTION WITH C404 PROPOSED BOUNDARY
TREATMENTS SITE PLAN

!
2.26

READ IN CONJUNCTION WITH DQ-2.1 DESIGN QUERIES
SCHEDULE
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GROUND LEVEL

MOVEMENT JOINTS 
SUBJECT TO STRUCTURAL 
ENGINEERS DETAILS
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0.45m 0.45m

0.9m

LOCATION AND 
SPACING OF WALL TIES 
SUBJECT TO STRUCTURAL 
ENGINEERS DESIGN

Top of Wall
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BRICK ON EDGE TOP WALL COURSE

IBSTOCK STAFFORDSHIRE BLUE BRINDLE SMOOTH
(A2220A) TO MATCH PROPOSED STORE

CEMEX MEDIUM MORTAR TUDOR BROWN TO
MATCH PROPOSED STORE

PROPOSED WALL TIE TO BE SPECIFIED BY
STRUCTURAL ENGINEER

DPC Extract
Scale: 1:53

PROPOSED 1200 GAUGE VISQUEEN 
DAMP PROOF COURSE (OR SIMILAR 
APPROVED) 150mm ABOVE GROUND 
LEVEL

BLUE ENGINEERING BRICK BELOW DPC

PROPOSED FOUNDATIONS SUBJECT TO 
STRUCTURAL ENGINEERS DESIGN

GROUND LEVEL

HEADER COURSE

1st COURSE ABOVE GROUND LEVEL

2nd COURSE ABOVE GROUND LEVEL
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